
INSTALLATION INSTRUCTIONS FOR NORAM GB6-7575 GEAR BOX 
 
 

 
 
 
 

1) INTRODUCTION: 
 
Thank you for purchasing a Noram 6:1 reduction gearbox. The following pages 
will inform you on how to properly install and maintain your gearbox. Please 
contact Noram Sales at 414-267-4000 with any questions or concerns regarding 
your 6:1 reduction gearbox. 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



2) PART LIST 
 

Each gearbox contains the following items.  Some items may differ based on the 
size of the engine used, size of the crankshaft, or engine manufacturer.   
 

                             
 
BOTTOM HOUSING        FRONT HOUSING     BOTTOM GASKET 
 

                                               
 
CRANKSPACER    DRIVE GEAR BOLT AND WASHER(S)     OUTPUT GEAR 
 
 

                                   
 
 HARDENED WASHER       HOUSING GASKET  CRANKSHAFT BOLT 
              
 
         

         
 

      BREATHER PLUG  DRAIN PLUG  COPPER WASHERS (2) 
 
 
 
 

 Note - Bolts are used to fasten bottom housing to the engine, mounting the clutch to the 
engine crankshaft, and clamping both housings together.  In some cases, the bolts will all be the 
same type and length.  



Outside 
Chamfer 

 
3) INSTALLATION 

 
1.  Place bottom gasket against engine face and attach bottom housing using (4) 
bolts and lock washers.  Tighten bolts to 120 inch-lbs minimum. 
 
 

 
 
 

2.  Position crankspacer and drive gear onto engine crankshaft.  Tighten with 
crankshaft bolt and hardened washer.  Torque to 15-18 ft-lbs. 
 

 
 

      
 
Please note that the outside chamfer of the crankspacer faces away from the 
engine. 
 
 
 



 
3.  Slide Output gear with bearings into bearing pocket in bottom housing. 
 
 

 
 
 
4. Install housing gasket as shown.   
 

 
 
 
 
 
 

 
 
 
 
 
 
 



 
5.  Install top housing.  Then secure with (6) bolts and lock washers.  Tighten to 
120 in-lbs minimum. 

 

 
 

 
 

Adding Oil Before Use: 
 
9. Standard 4-stroke motor oil is recommended for this gearbox.  Remove both 
the breather plug and the drain plug.  Add oil to the oil fill hole until it starts to 
flow out the oil level hole.  Reinstall and tighten both plugs using the supplied 
copper washers.   
 

 

 
 

     
 
Recommended Oil: 
 
Either SAE 30 or SAE 10W-30 oil is recommended for the gearbox.  Refer to your 
engines' manual for which viscosity to use based on the ambient temperature.  It 
is recommended that the gearbox oil is changed every time the engine oil is 
changed. 
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INSTRUCTIONS D'INSTALLATION POUR BOÎTE DE VITESSES  
NORAM GB6-7575 

 
 

 
 
 
 

1) INTRODUCTION : 
 
Félicitations pour l'achat d'une boîte de réduction 6:1 Noram. Les pages 
suivantes vous informeront sur la façon correcte d'installer et d'entretenir votre 
boîte de vitesses. Veuillez contacter le service commercial Noram au +1 414-
267-4000 pour toutes questions ou préoccupation concernant votre boîte de 
réduction 6:1. 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 



2) LISTE DES PIÈCES 
 

Chaque boîte contient les éléments suivants.  Certains éléments peuvent varier 
en fonction de la taille du moteur utilisé, la taille du vilebrequin, ou le fabricant 
du moteur.   
 

                             
 
LOGEMENT INFÉRIEUR        LOGEMENT AVANT   JOINT INFÉRIEUR 

 

                                               
 
ENTRETOISE      ENGRENAGE      BOULON ET  ENGRENAGE DE  
DE BIELLE         D’ENTRAÎNEMENT      RONDELLE(S)      SORTIE 
 

                                   
 
 RONDELLE DURCIE       JOINT DE CARTER  BOULON DE VILEBREQUIN 
              

 
         

         
 

       BOUCHON DE  BOUCHON DE VIDANGE RONDELLES DE  
 MISE À L’AIR LIBRE      CUIVRE (2) 

 

 

 Note - Les boulons sont destinés à fixer le logement inférieur du moteur, monter 

l'embrayage sur le vilebrequin du moteur, et serrer les deux boîtiers ensemble.  Dans certains 

cas, les boulons seront tous du même type et de la même longueur.  



Chanfrein 
extérieur 

 

3) INSTALLATION 
 

1.  Placer le joint inférieur contre la face du moteur et fixer le carter inférieur à 
l'aide de (4) boulons et rondelles de blocage.  Serrer les boulons à 120 livres-
pouces minimum. 
 
 

 
 
 

2.  Positionner l'entretoise et l'engrenage d’entraînement sur le vilebrequin du 
moteur. Serrer avec le boulon de vilebrequin et la rondelle durcie. Couple à 15-
18 lb-pi. 
 

 
 

      
 
Veuillez noter que le chanfrein extérieur de l'entretoise est tourné vers l'extérieur 
du moteur 
 



 
 
 
3.  Glissez l'engrenage de sortie avec ses roulements dans la poche d'appui du 
boîtier inférieur. 
 
 

 
 
 
4. Installez le joint de carter comme indiqué.   
 

 
 
 
 
 
 

 
 
 
 



5.  Monter le carter supérieur. Puis fixer avec (6) boulons et rondelles de 
blocage. Serrer les boulons à 120 lb-po minimum. 

 

 
 

 
 

Ajout d'huile avant utilisation : 
 
9. Une huile standard moteur 4-temps est recommandée pour cette boîte de 
vitesses. Retirer à la fois le bouchon de mise à l’air libre et le bouchon de 
vidange. Verser de l'huile dans le trou de remplissage d'huile jusqu'à ce qu'elle 
commence à déborder du trou de niveau d'huile.  Réinstaller et serrer les deux 
bouchons en utilisant les rondelles en cuivre fournies.   
 

 

 
 

     
 
Huile recommandée : 
 
L'huile SAE 30 ou SAE 10W-30 est recommandée pour cette boîte de vitesses.  
Se reporter au manuel de votre moteur pour la viscosité à utiliser en fonction de 
la température ambiante. 
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